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@ INSTALLATION MANUAL
SKID PLATE FOR ENGINE BAY and TRANSMISSION CASE METALLOPRODUKTSIA

Transit nepegHuih npuBoa, (2,2 TD MT) 2013
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3aluMTa MOTOPHOrO OTCeKa U 3MeMEeHTOB TpaHcMmuccun paspabotaHa u marotoBrieHa OO0 "Metannonpoaykums”,
cooTBeTcTBYeT TpeboBaHuam TY 4591-001-25888788-2006. KoHCTpyKuus 3alimLLieHa aBTOPCKUMU CBUOETENBCTBAMM
Ha nonesHyto mogernb Ne89059, 15980, 15981, 15982, 15983. 3anateHToBaHo B Poccuu.

YCTAHOBKA:

3aliMTa MOTOPHOTO OTCEKa M 3NIEMEHTOB TpaHCMUCCUK paspabaTbiBaeTcsl MHAMBMAOYAlbHO Ha KaXKablii aBTOMOGWIb.
OHa [omkHa ycTaHaBIMBaTbLCS B COOTBETCTBUM C MHCTPYKLMEN M3rOTOBUTENS CNeLMannsnpoBaHHbIM AMIIepoOM UMK Ha
cepTudmlmpoBaHHbix CTO. 3aluta KpenuTes K LUTaTHbIM OTBEPCTUSIM CUITOBbIX 3NeMeHTOB Ky30Ba. [1py npaBUnbHoM
yCTaHOBKe 3alLLMTa He JOMKHa KacaTbCsl Y3roB 1 arperatos asToMo6uris.

YCIIOBUA SKCIIJTYATALINN:

3awmTta MOTOPHOrO OTCEKa M JNEMEHTOB TPaHCMUCCWUM NpefHasHadeHa [And JKcnnyatauum B YCIOBUSAX
npenycMOoTPEHHbIX Npon3BoanTenem asTomobuns. MNMpu akcnnyataumm SOSMKHbI OblTb UCKMOYEHbI Cryvyan Haesfa Ha
KPYyrMHble NPenATCTBUSA U MpeamMeTbl Npu ABWKEHUM aBTOMOOWMsS Ha ckopocTu. B cnydae Hae3ga Ha npensitcTBue
Heobxoaumo ybeamnTbCcs B OTCYTCTBUM MOBPEXAEHUNA Y3MOB M arperatoB aBTOMOOUNA M NMPUrogHOCTU OanbHENLen
aKcnnyarauum 3almTbl Ha cneumanuanposaHHon CTO.

FAPAHTUA:

[apaHTUNHBIN CpoK aKcnnyaTauum - 1 rof.

YCIIOBUA NPEOOCTABJIEHUA TAPAHTUN:

3almTa ycTaHoBreHa Ha aBTOMOOWIb, C HE MOBPEXAEHHBIMU CUIOBbIMM 3MEMEHTaMM Ky30Ba U KOHCTPYKLMM
(aBTOMOGUIB, KOTOPLIN He y4acTBoBan B A TI1);

OTCyTCTBYIOT MEXaHWNYECKNE MOBPEXAEHUS 3aLLUTbI, NONYyYEHHbIE B pe3ynbrarte Hae3aa Ha NpensiTCTBUE;

CobntoaeHbl Bce TpeboBaHMA MHCTPYKLMM MO YyCTaHOBKE 3aLLUKWThI;

OTCyTCTBYIOT MEXaHWNYECKME MOBPEXAEHNS MOPOLUKOBOTO MOKPbITUSA.

[MpounsBoguTens He HeCET OTBETCTBEHHOCTU 3a Nto6oN yLepO, MPUUMHEHHbIN aBTOMOOWITIO, XMU3HW 1 300POBbIO JOAEN,
B Crly4ae HapyLleHUs YCITOBMI YCTAHOBKU M 3KCMyataumm 3awwmTel. [por3BognTens BnpaBe BHOCUTb M3MEHEHWS B
KOHCTPYKLMIO 3aLUKUTHI.

Engine bay and transmission elements skid plate has been designed and manufactured by LLC Metalloproduktsia.
Product conforms to TOR 4591-001-25888788-2006 requirements. Product design is protected by model copyright
certificates Ne89059, 15980, 15981, 15982, 15983. Patented in Russian Federation.

INSTALLATION:

Engine bay and transmission elements skid plate has been designed particularly for a certain vehicle. It should be
mounted according to the producer's installation instruction by a dedicated dealer or on certified service stations. The skid
plate is fixed to regular apertures located on vehicle's body load-bearing elements. In case of correct installation the skid
plate should not interfere with any vehicle's units and components.

OPERATING CONDITIONS:

Engine bay and transmission elements skid plate has been designed to operate in conditions specified by vehicle's
producer. Cases of crush or driving into obstacles at a speed should be excluded during exploitation. In case of head-on
crush it is necessary to assure in absence of damages of vehicle's components and units and availability of
roadworthiness on certified service stations.

WARRANTY:

Warranty period - 1 year.

WARRANTY TERMS:

The skid plate should be installed on a vehicle with undamaged body and load-bearing elements (vehicle, which hads
never been involved in road traffic accident);

There are no mechanical damages of the skid plate resulting from head-on crush. All requirements to skid plate
installation should be satisfied;

There are no mechanical damages of powder coating.

Producer does not bear liability for damages caused to the vehicle, health and life of people in case of installation and
exploitation terms violation. Producer has aright to introduce changes into the skid plate construction.
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